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FAX

HAZARDOUS  WARNING  TAPE

SIZE

2" X 18 yds.
3" X 18 yds.
4" X 18 yds.
2" X 36 yds.
3" X 36 yds.
4" X 36 yds.

TO ORDER PLEASE SPECIFY COLOR AND SIZE.

ALTERNATING STRIPES

COLORS CONFORM TO OSHA 1910.144 F0R MARKING REQUIREMENTS:

BLACK/YELLOW: PHYSICAL HAZARDS
RED/WHITE: FIRE PROTECTION EQUIPMENT
BLACK/ WHITE: HOUSEKEEPING AND AISLE MARKING
MAGENTA/ YELLOW: RADIATION HAZARDS
GREEN/WHITE: SAFETY AND FIRST AID
BLUE/WHITE: DEFECTIVE EQUIPMENT WARNING
ORANGE/WHITE: TRAFFIC AND CAUTION WARNING

A QUICK INEXPENSIVE WAY TO MARK AISLES AND PHYSICAL HAZARDS. THIS 6 MILL.
PRESSURE SENSITIVE VINYL TAPE IS SELF WOUND WITH PERMANENT ADHESIVE.  IT  IS
PROTECTED WITH AN ABRASION RESISTANT CLEAR OVER LAMINATE THAT RESISTS OIL,
DIRT, AND CHEMICALS. COLORS MEET OSHA 1910.144 FOR MARKING REQUIREMENTS.
AVAILABLE IN ALTERNATING STRIPES AND CHECKERBOARD PATTERN.

CHECKERBOARD PATTERN

REFLECTIVE OR NON-REFLECTIVE


